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CASH CASSETTES / CCC

CCC
Keyless for more security

The ANKER design principle, comprised of a cassette and a 

base, has inspired you, but you do not want entirely forego 

metal? Then the ANKER Cash & Carry Cash Cassette CCC 

is just the thing for you. The base, outer housing and cash 

insert made of galvanised steel, together with the stainless 

steel lid, form a closed unit.

The CCC does not need any keys. The opening of the outer 

housing is controlled by the cash register system. A lock is 

not necessary. The lid of the cash insert is secured with a 

magnet after being removed from the housing, so that a lock 

is also not needed on the inside. 

The coin and note compartments in use can be inserted on 

the left or right side of the cassette, as required. The cash 

cassette insert has eight  weighable coin compartments. 

THE CCC AT  
A GLANCE

 Sturdy all-steel cassette

 Inner cassette made of robust metal

 Stainless steel lid for particularly demanding

  prevents damage

 Can be used without lock

 Removable outer cassette increases cleanliness

Empty cassette

Closed cassette

Sturdy metal  
inner cassette
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KEYLESS FOR MORE SECURITY

Filled cassette

Base

Removable inserts

PRODUCT OVERVIEW

DIMENSIONS (W X D X H) IN MM CA.

COLOUR

ELECTR. VERSION IN VOLTS

INTERFACES

CLOSURE // TYPE OF CLOSURE

WEIGHABLE COIN CUPS

MATERIAL

NUMBER OF COMPARTMENTS

Anthracite RAL 7045

485 x 168 x 103

Fuse without lock

Yes

Compatibel with all systems

24

8,4

Galvanised steel

5 note, 8 coin compartment

CCC

REMOVABLE INNER CASSETTE Yes

WEIGHT IN KG CA.

REMOVABLE INNER CASSETTE
The inner cassette can be easily removed with retractable handles. 
The lid of the inner cassette is secured with a magnet and can 
be released by pressing a button.

ELECTRICAL CONNECTION OPTIONS
Compatible with all systems.

SECURE TRANSPORT
The cassette can be easily removed and transported as a whole, or 
the inner cassette can simply be removed.

LOCK ON THE CASSETTE
Secured without lock. Triggered via the cash register system.

CONNECTION CABLE
3 m RJ12 cable

Note: The base plate is assigned to the cash desk and the cash cassette to the operator.

ANKER SOLUTIONS GMBH | STRIEGAUER STRASSE 21 | 33719 BIELEFELD


